Advanced Contact Technology

Kupplungsbuchse, -stecker

MC4

PV-KBT4...

Technische Daten
Steckverbindersystem

Bemessungsspannung

Bemessungsstrom IEC (90°C)

Bemessungsstrom |EC (85°C)

Prifspannung
Umgebungstemperaturbereich
Obere Grenztemperatur

Schutzart, gesteckt
ungesteckt

Uberspannungskat./Verschmutzungsgrad

Kontaktwiderstand der Steckverbinder
Schutzklasse

Kontaktsystem

Anschlussart

Kontaktmaterial

Isolationsmaterial
Verriegelungssystem

Flammklasse

Ammoniakbestandigkeit (gemass DLG)
Salznebelsprihtest, Scharfegrad 6
TUV-Zertifiziert

UL-Zulassung
CSA-Zertifiziert
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Female and male cable coupler
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~b8
—_— <t
@ === S -ﬂ
% S = —
a — f f
g B ———T
‘ ~61
® 3 =
© @ =1«
‘Si — (=
Technical data
Connector system @ 4mm

Rated voltage

Rated current IEC (90°C)

Rated current IEC (85°C)

Test voltage
Ambient temperature range

Upper limiting temperature

Degree of protection, mated
unmated

Overvoltage category/Pollution degree
Contact resistance of plug connectors
Safety class

Contact system

Type of termination

Contact material

Insulation material

Locking system

Flame class

Ammonia resistance (acc. to DLG)

Salt mist spray test, degree of severity 6

TUV certified
UL-Recognized
CSA certified

1000V DC (IEC)
600V DC (UL)

17A  (1,5mm?)

22,5A (2,5mmz?; 14AWG)

30A (4mm?, 6mm?; 10AWG)
43A (10mm?)

39A (4mm?; 10AWG)
45A (6mm?; 10AWG)

6kV (50Hz, Tmin.)

-40°C...+90°C (IEC)
-40°C...+75°C (UL)
-40°C...+70°C (UL: 14AWG)

105°C (IEC)

IP67, IP68 (1h/1m)
1P2X

CATIII/3

0,35mQ

1l

MC Kontaktlamellen/MC Multilam
Crimpen/Crimping

Kupfer, verzinnt/Copper, tin plated
PC/PA

Snap-in

uUL94-vo

1500h, 70°C/70% RH, 750ppm
IEC 60068-2-52

R60028286
E343181
250725
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