
8 Tools and accessories

Crimping pliers for closed crimp  contacts 
MC4

Order No. Type Designation
Connector 
system

Crimp range Crimptype

mm² AWG
Open crimp
AWG

Closed crimp
AWG

32.6020-16100A PV-CZM-16100A

Crimping pliers  
incl. locator and  
crimping die

MC4 2.5; 4; 6 14; 12; 10 14; 12; 10

32.6020-22100 PV-CZM-22100 MC4 12; 10; 8 12; 10 8

32.6020-23100 PV-CZM-23100 MC4 14; 12; 10; 8 14; 12; 10; 8

Individual parts

32.6021-18100 PV-ES-CZM-18100 Crimping die MC4 2.5 14; 12 14; 12

32.6021-22100 PV-ES-CZM-22100 Crimping die MC4 12; 10; 8 12; 10 8 

32.6021-23100 PV-ES-CZM-23100 Crimping die MC4 14; 12; 10; 8 14; 12; 10; 8

32.6055 PV-LOC-B Locator MC4 12; 10; 8 12; 10 8

32.6074 PV-LOC-D Locator MC4 14; 12; 10; 8 14; 12; 10; 8

Note

Please contact us for information on pneu-

matic crimp station options.

Assembly instructions

For assembly instructions for “Crimping pliers for closed crimp  contacts MC4 (PV-CZM... )” please consult: 

www.staubli.com/re-downloads.html  English  Assembly info  MA251

Further information

Crimping pliers for closed crimp contacts MC4 
(PV-CZM...)

 • These tools are to be used for the assem-

bly of UL- and TÜV-approved products.

 • These are suited for the processing of 

high numbers of pieces and can be 

adjusted to the product to be processed 

with the help of changeable locators and 

crimp inserts.

Ordering information

Note 

For applications on the MC4 test socket 

and plug (order no. 32.0044 and 32.0045), 

please use the type PV-CZM-16100.


